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EVVO 3000/4000/4200/5000/6000 TL-62 

Single - Phase I Dual-MPPT 

■ 2 MPPT high precision string detection

■ IP65 ingress protection

■ Built - in Zero Export function

■ 1-V curve scanning function

■ Max. efficiency up to 98.2°/a

■ Smart monitoring, RS485, Wifi/Ethernet/GPRS[optionall

■ Built-in sound and light alarm function



EVVO 3000/ 4000/ 4200/5000/6000 TL-G2

Single-Phase Dual-MPPT 

Datashaat 

In DC) 

Recommended PV input power 

Max DC power for single MPPT 

Number of independent MPPT 

Number of DC inputs 

Max. Input voltage 

Start-up input voltage 

Rated input voltage 

MPPT voltage range 

Full load DC voltage range 

Max. Input current per MPPT 

EVVO 

3Kll-62 

3S□□W 

2□□□W 

16□V-S2□V 

Maxnimun DC input short circuit current per MPPT 

Out (AC) 

Rated power 

Max. AC power 

Max. Output current 

Nominal grid voltage 

Grid voltage range 

Nominal frequency 

Grid frequency range 

Active power adjustable range 

THDi 

Power factor 

Power limit export 

Parfonnance 

Max efficiency 

European weighted efficiency 

Self-consumption at night 

Feed-in start power 

MPPT efficiency 

Protection 

DC reverse polarity protection 

DC switch 

Protection class/overvoltage category 

Input/output MDV (111 

Safety protection 

SPD 

Communication 

Power management unit 

Standard communication mode 

Operation data storage 

Ambient temperature range 

Topology 

Degree of protection 

Allowable relative humidity range 

Max. Operating altitude 

Noise 

Weight 

Cooling 

Dimension 

Display 

Warranty 

Stand 

EMC 

Safety standards 

Grid standards 

3□□□W 

3□□□VA 

13.7A 

EVVO 

4KTl-62 

44□□W 

26□□W 

2□□V-52□V 

4□□□W 

4□□□VA 

18.2A 

EVVO 

4.2Kll-62 

S□□□W 

3□□□W 

2 

1/1 

6□□V 

120V 

360V 

9□-S8□V 

23□V-S2□V 

IIA/IIA 

14A 

46□□W 

46□□VA 

21A 

EVVO 

SKTL-62 

ss□□w 

3□□□W 

25□V-52□V 

S□□□W 

S□□□VA 

22.8A 

UN/PE. 22□Vac. 23□Vac. 24□Vac 

18□Vac-276Vac (According to local standard) 

S□Hz/60Hz 

45Hz-55Hz/54Hz-66Hz (According to local standard) 

□-1□□% 

<3% 

ldefault (adjustable+/-0.81 

Zero export or adjustable power limit export 

98.0% 

97.5% 

<JW 

saw 

>99.9% 

Yes 

Optional 

1/111 

Yes 

Anti islanding. RCMU. Ground fault monitoring 

MDV: Type Ill standard/ Type II optional 

According to certification and request 

Rs485, Wifi/Ethernet/GPRS(optionall, SO card(optionall 

25 years 

-25'C -+6□'C 

Transformerless 

IP65 

□-1□□% 

2□□□m 

<2Sd8 

11.5kg 

Natural convection 

4□5"315"135mm 

LCD display 

?years 

EVVO 

6KTL-62 

6600W 

3S□□W 

3□□V-52□V 

6□□□W 

6□□□VA 

27.3A 

EN 61000-6-2, EN 61□□□-6-3, EN 61000-3-2, EN 61000-3-3, EN 61□□□-3-11, EN 61□□□-3-12 

IEC621□9-l/2, IEC62116, IEC61727, IEC-61683, IEC6□□68(1,2,14,3□l 

AS/NZS 4777, VOE V □124-1□□, V □126-1-1, VOE-AR-N 4105, CEI □-21, EN5□438/EN5□549, 
683/659/698/699, NB/T32□□4: ABNT NBR 16149/1615□ [for SOFAR3KTLM-G2, SOFARSKTLM-62& 7.SKTLMI 



MANUFACTURING HUB

GLOBAL SALES CENTRES
#371, SIDCO Industrial Estate,

North Phase Ambattur, Chennai- 98, India. 

sales@evvosolar.com  |  www.evolveindia.in
+91 98403 87768

 

Colombo- 11, Srilanka
intl@intl@evvosolar.com  |  www.evolvelanka.com

+91 73388 21798

Srilanka Office :

Shenzhen - China

Solar Inverters

Evolve Energy Group Company Ltd.
 Commercial Centre, Sheung Wan, Hong Kong,Asia.

info@evvosolar.com  |  www.evvosolar.com

INSTALLATION SUPPORT  |  SERVICE CENTER IN INDIA

Authorized Distributors / Dealers


